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EXISTING PCC J /

SIDEWALK /
EXISTING BITUMINOUS —/ EXISTING PCC PAVEMENT

RESURFACING 4% (9//=9/1-T1-917=gi1y

“— EXISTING PCC SIDEWALK

EXISTING CONCRETE CURB | EXISTING CONCRETE CURB

EXISTING TYPICAL SECTION - IL RTE 159
STA 144+68 TO STA 156+02

VARIES 15.7° TO 40’

i
VARIES 8.2" TO 16’ . VARIES 7.5’ TO 16’
I

/ \
EXISTING CONCRETE GUTTERJ EXISTING PAVEMENT “— EXISTING CONCRETE GUTTER
(DEPTH VARIES)

EXISTING TYPICAL SECTION - SIDEROADS

CHEROKEE DR STA 0+00.00 TO STA 0+74.00
IDLEWOOD DR STA 0+66.00 TO STA 1+20.00 (PAVEMENT DEPTH 9
RAILROAD AVE
LOOP ST STA 0400 TO STA 2+70.00 (PAVEMENT DEPTH 4"
LOOP ST / S. CHESTNUT ST STA 16+50 TO STA 21+30.00 (PAVEMENT DEPTH 4')

VARIES 15 TO 26’

VARIES

VARIES 7.5 TO 13’ VARIES 7.5’ TO 13’ - 711.,0’ TO 12.0°0
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— EXISTING PAVEMENT
(DEPTH VARIES)

\‘— EXISTING PAVEMENT

EXISTING TYPICAL SECTION - SIDEROADS

ANGLE ST
HILL ST STA 0+00.00 TO STA 0+487.00 (PAVEMENT DEPTH 279 EXISTING TYPICAL SECTION - SIDEROADS
ALLEY @ STA 149+27.00 - STA 0+00.00 TO STA 1+60.00 (PAVEMENT DEPTH 1 3/4") ALLEY @ STA 156+02.00 - STA 11+20.00 TO STA 12+75.00
JIM'S ALLEY STA 0+400.00 TO 1+55.00 (PAVEMENT DEPTH 3 1/4") (PAVEMENT DEPTH 3"

ALLEY @ STA 152+02.58 - STA 10+00.00 TO STA 10+60.00
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CONCRETE CURB / L EXISTING PAVEMENT

EXISTING TYPICAL SECTION - SIDEROADS
IDLEWOOD DR STA 0+23.92 TO STA 0+66.00 (PAVEMENT DEPTH 9')

VARIES 26’ TO 33’

VARIES 13’ TO 16.5° VARIES 13’ TO 16.5'

\—EXISTING PAVEMENT - EXISTING CONCRETE GUTTER

(DEPTH VARIES)

EXISTING TYPICAL SECTION - SIDEROQADS
S. CLINTON ST STA 7+26.14 TO STA 12+26.66 (PAVEMENT DEPTH 7'
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PARKING LANE THRU LANE

EXISTING TYPICAL SECTION - SIDEROADS

CHURCH ST STA 27+35.00 TO STA 32+67.00 (PAVEMENT DEPTH 11"}

NOTES:
MILLING ONLY FROM

\

\
- EXISTING PAVEMENT - EXISTING CONCRETE CURB
~EXISTING CONCRETE CURB (DEPTH VARIES)

STA 27+35 TO STA 28455 AND

STA 32+35 TO STA 32+67

m - EXISTING MATERIAL TO BE REMOVED
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